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C281M/045045/SQR

Steel Recessed Access Cover, Square to round, 450mm diameter
clear opening, 80mm tray depth, 85mm frame depth, Loading code M

CHARACTERISTIC VALUE

Clear opening (mm) 450 @

Overall top of frame (mm) 490 x 490

Frame depth (mm) 85

Load duty Light / medium duty
SPECIFICATION

GENERAL INFORMATION

PACKAGING AND HANDLING

Stock code C281M/045045/SQR Full pallet quantity 24
Primary material Steel
Category Access cover DIMENSIONS
Flanges 4
Gross laden vehicle weight 10 tn Frame shape Square
Load duty Light / medium duty Manhole shape Circular
Slow moving wheel load 25 Overall top of frame (A x B) 490 mm x 490 mm
(pneumatic tyres) Clear opening (C x D) @ 450 mm
Frame depth (E) 85mm
STANDARDS, CLASSES AND GROUPINGS Overall base of frame 590 mm x 490 mm
Wrekin loading code M
FEATURES

Hot-dip galvanised to provide corrosion protection as part of
the product finish.
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Integrated keyway frame lifting points provide a lifting
interface for use with compatible lifting keys during cover

removal.
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NOTES

Mild steel - Hot dip galvanised to BS EN ISO 1461

Lifting keys - Standard heavy-duty key (product code KEYSHEAVY)
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All information provided is subject to change without notice. While every effort is made to ensure accuracy and relevance, Wrekin Products Ltd. does not
warrant the completeness or reliability of the information contained herein. Photographs, illustrations, and other visual materials are provided for illustrative
purposes only.

Wrekin Products Ltd. reserves the right to make design amendments or improvements to any product at any time, where such changes enhance performance
or durability, without affecting compliance with the stated standards.

Where errors or omissions are identified, amendments will be made as quickly as possible.

It is the responsibility of all users to satisfy themselves the above data is current.

All values stated are nominal within 2.5% tolerance.

Installation details are available in theknowledge base.

All Wrekin products are supplied subject to ourterms and conditions of sale.

If you require further technical details beyond those available on this datasheet, pleasecontact us.
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